
 

 

Extrusion Line for artificial rattan 

 

 

 

1. Extruder. Technical parameters. 

 

Name Unit SJ65/30 Note 

Screw Diameter mm 65 38CrMoAlA，Nitration 

L/D Ratio  30  

Screw rotation speed R/min 10-110  

Torque kNm 3.6  

Motor type  Frequency control  

Motor power KW 11  

Engine connection  strip  

Heating power  KW 15 Stainless steel heater 

Links barrel heating Links 5  

Extrusion capacity  kg/h 20--80 Material - PP 

 

2. Auxiliary Machine. Color-marked SJ-25/25 Single Screw Extruder 

 

Screw Diameter mm 65 38CrMoAlA，nitration 

L/D Ratio  25  

Screw rotation speed R/min 10-90  

Torque kNm 1  

Motor type  Frequency control  

Motor power KW 2.2  

Heating power KW 3 Stainless steel heater 

Links barrel heating Links 2  

Maximum work 

output 

kg/h 2--25 Material - PP 

Length mm 1100  

Width mm 400  

Height mm regulated  



 

        

3.Matrix – 3 sets 

Material: Nitration (buyer's request) 

 

   4. Cooling chamber (stainless steel)  

 

   5. Tractor: 1 frequency control 

 

   6. Winding Machine: 1 

 

 


